
Test Test Method Measurement Unit Requirement

Composition - backing Jersey PE/BW % 67/33

Thickness DIN EN ISO 2286-3 mm 1.3 + 0.1

Weight per unit area DIN EN ISO 2286-2 g/m² 820 + 50

Tensile strength
Length
Across

DIN EN ISO 1421 N
N

> 500
> 350

Tensile stretch/elongation
Length
Across

DIN EN ISO 1421 %
%

> 40
 > 120

Tear strength
Length
Across

DIN 53356 N
N

> 30
> 70

Stitch burst strength
Length
Across

DIN EN ISO 23910 N
N

> 60
> 70

Adhesion
Length
Across

DIN EN ISO 2411 N
N

> 25
> 25

Water resistance DIN EN 20811 cm WS > 150

Flexion/buckling
Length - at normal temperature
Across
Length - at -10°C
Across

DIN 53359 Flexes
> 50,000
> 50,000
> 10,000
> 10,000

Martindale abrasion DIN EN ISO 5470-2 Class 2

Fastness to rubbing
Dry
Wet

DIN ISO 105-X12
DIN EN 20105-A02

Class > 4
> 4

Light fastness DIN EN ISO 105-B02 Class > 6

Low temperature resistance DIN 53361 °C -20

Fire resistance DIN 75200/FMVSS 302 mm/min < 100

Basis for Classic Specifications
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Basis for Classic is a faux leather range with an embossed grain. It is suitable for automotive environments.
Colour range is commonly found in Mercedes Benz.
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